Inhibiting ASR with Lithium Admixtures

ASR Background
ASR is a general term that describes the two-step reaction between alkalis (sodium and potassium) in concrete and aggregates containing reactive silica. The first step is the chemical reaction between the reactive silica in the aggregate with the alkali present in concrete to produce an alkali-silica gel.

\[
\text{Reactive Silica in Aggregate} + \text{Alkali in Concrete} \rightarrow \text{Alkali-Silica Gel}
\]

\[
[x\text{SiO}_2] + [y\text{Na(K)}\text{OH}] \rightarrow [\text{Na(K)}_y\text{Si}_x\text{O}_z]_{\text{aq}}
\]

The second step is the expansion of the alkali-silica gel when it comes in contact with moisture.

\[
\text{Alkali-Silica Gel} + \text{Moisture} \rightarrow \text{Expanded Alkali-Silica Gel}
\]

\[
[\text{Na(K)}_y\text{Si}_x\text{O}_z]_{\text{aq}} + [\text{H}_2\text{O}] \rightarrow [\text{Na(K)}_y\text{Si}_x\text{O}_z]_{\text{wH}_2\text{O}}
\]

The expansion and swelling of the gel creates internal pressures within the concrete. Visible symptoms of ASR include expansion-induced map cracking. Due to restraining conditions, longitudinal cracking can occur on bridge columns, beams and highway pavements. ASR may also cause localized pop-outs and extrusions of the gel product on the surface of the concrete.

The ASR-induced cracking results in a decrease in strength and an increase in permeability that increases the susceptibility of the concrete structure to subsequent damage from processes such as freezing and thawing, corrosion of the reinforcing steel, and sulfate attack. The overall effect is reduced structural integrity and shortened service life.

The consequences of ASR often take years to become visible. However, in some cases, the initial appearance of cracking can be observed only weeks after construction.

Figure 1. ASR-Induced Map Cracking in Pavement

Synopsis
MasterLife® ASR 30 lithium nitrate-based liquid admixture is formulated for use in concrete containing reactive aggregates to inhibit and control Alkali-Silica Reaction (ASR).
Inhibiting ASR with Lithium Admixtures

Reactive Aggregates
Many different types of aggregates have been involved with ASR. All of these contain silicon dioxide (SiO₂). Rapidly reactive aggregates are rocks containing glass, finely crystalline quartz (chalcedony and chert), and opal. More slowly reactive aggregates are metamorphic rocks containing strained and microcracked quartz, including some graywackes, quartzites, and phylmites.

Common tests to evaluate whether aggregates or cement/aggregate combinations are potentially reactive are petrographic examination as described in ASTM C 295, the mortar-bar expansion test described in ASTM C 227, the accelerated mortar-bar expansion test as described in ASTM C 1260, the quick chemical method as described in ASTM C 289, and the concrete prism test as described in ASTM C 1293. However, ASTM C 1260 and ASTM C 1293 are the only two test methods recommended as suitable laboratory procedures for assessing ASR in FHWA-RD-03-047, “Guidelines for the Use of Lithium to Mitigate ASR.”

A modification of ASTM C 1260 is required when lithium admixtures are evaluated to prevent excessive leaching of lithium from the mortar bars into the soak solution. The modification consists of the addition of lithium to the 1 N NaOH soak solution to achieve the same lithium-alkali ratio as that used in the mortar admixture. The procedure for evaluating the efficacy of lithium admixtures is provided in the Corps of Engineers test method CRD C 662 “Determining the Potential Alkali-Silica Reactivity of Combinations of Cementitious Materials, Lithium Nitrate Admixture and Aggregate (Accelerated Mortar-Bar Method).”

Alternative ASR Mitigation and Control
Traditional methods of mitigating ASR in concrete include the use of low alkali cement and non-reactive aggregates. Both are becoming more difficult to find and/or manufacture, and may result in additional transportation costs. Alternatively, supplementary cementious materials such as Class F fly ash, silica fume, metakaolin or slag cement have been added to concrete to combat ASR with varying degrees of success.

The MasterLife ASR 30 Prescription: The Ounce of Prevention for Concrete ASR
Since the early 1950s, lithium compounds have been shown to be effective in mitigating ASR in concrete, and in 1993, SHRP report C-343 depicted “extremely favorable” results. MasterLife ASR 30 admixture is based on this long term and extensively tested use of lithium as the preferred method for ASR control in concrete.

MasterLife ASR 30 Mechanism
The lithium ion in MasterLife ASR 30 admixture interferes with the expansive mechanism of the alkali-silica gel mentioned earlier by changing the reaction product. MasterLife ASR 30 admixture combines with reactive silica to form a lithium-silica gel that does not absorb water and, therefore, does not expand.

Hence, MasterLife ASR 30 admixture converts reactive silica in the aggregate into a non-expansive, nondestructive material.

Reference

More Information
The Master Builders Solutions brand brings all of BASF’s expertise together to create chemical solutions for new construction, maintenance, repair and renovation of structures. Master Builders Solutions is built on the experience gained from more than a century in the construction industry.

The know-how and experience of a global community of BASF construction experts form the core of Master Builders Solutions. We combine the right elements from our portfolio to solve your specific construction challenges. We collaborate across areas of expertise and regions and draw on the experience gained from countless construction projects worldwide. We leverage global BASF technologies, as well as our in-depth knowledge of local building needs, to develop innovations that help make you more successful and drive sustainable construction.

The comprehensive portfolio under the Master Builders Solutions brand encompasses concrete admixtures, cement additives, chemical solutions for underground construction, waterproofing solutions, sealants, concrete repair & protection solutions, performance grouts, performance flooring solutions.

Figure 2. ASR Gel and Cracking in Concrete Arch Bridge

LIMITED WARRANTY NOTICE
We warrant our products to be of good quality and will replace or, at our discretion, refund the purchase price of any products proved defective. Satisfactory results depend not only upon quality products, but also upon many factors beyond our control. Therefore, except for such replacement or refund, BASF MAKES NO WARRANTY OR GUARANTEE, EXPRESS OR IMPLIED, INCLUDING WARRANTIES OF FITNESS FOR A PARTICULAR PURPOSE OR MERCHANTABILITY, RESPECTING ITS PRODUCTS, and BASF shall have no other liability with respect thereto. Any claims regarding product defect must be received in writing within one (1) year from the date of shipment. User shall determine the suitability of the products for the intended use and assume all risks and liability in connection therewith. Any authorized change in the printed recommendations concerning the use of our products must bear the signature of the BASF Technical Manager. This information and all further technical advice are based on BASF’s present knowledge and experience. However, BASF assumes no liability for providing such information and advice including the extent to which such information and advice may relate to existing third party intellectual property rights, especially patent rights. BASF SHALL NOT BE RESPONSIBLE FOR CONSEQUENTIAL, INDIRECT OR INCIDENTAL DAMAGES (INCLUDING LOSS OF PROFITS) OF ANY KIND. BASF reserves the right to make any changes according to technological progress or further developments.

Effective January 1, 2014, the names of BASF’s Master Builders Solutions brand products have changed: ASRX 30LN became MasterLife ASR 30.