The basic water resistive barrier requirements prescribed in the 2006 International Building Code and the 2006 International Residential Code are described below. Local building code requirements may differ due to local amendments to these codes or other code versions in use.

The Water Resistant Barrier Requirements for Stucco Base or ASTM C926 Stucco (field mix) are as follows:

**On Non-Wood Based Sheathing** - a minimum of 1 layer of No.15 asphalt felt, complying with ASTM D226 for Type 1 felt, or other approved material.

**On Wood Based Sheathing** - a water-resistive vapor permeable barrier with a performance at least equivalent to 2 layers of Grade D paper.

The code includes an exception for water-resistive barriers over wood based sheathing which states: “Exception: where the water resistive barrier that is applied over wood based sheathing has a water resistance equal to or greater than that of 60 minute Grade D paper and is separated from the stucco by an intervening, substantially non-water absorbing layer or drainage space.”

Alternative water-resistive barriers that may be used include polymeric water-resistive barriers such as Tyvek® StuccoWrap and acceptable equals that comply with and are recognized by local building codes as meeting the requirements listed above. Please refer to specific manufacturers for verification of their products’ compliance with applicable code.

Acrostop R fluid-applied water resistive barrier can be used, provided a subsequent layer of minimum Grade D paper, paper-backed lath or a polymeric water-resistive barrier such as Tyvek StuccoWrap or equal is applied over the Acrostop R.

**Note:** Acrostop R has also been tested per ASTM E2178 Air Permeance of Building Materials, and may be used as part of an air barrier system.
NOTE
BASF Wall Systems is an operating unit of BASF Construction Chemicals, LLC. (herein after referred to as “BASF Wall Systems”)

RESIDENTIAL POLICY
On one and two-family residential framed construction, BASF Wall Systems requires that the wall system selected be one that includes provisions for management of incidental moisture. The choices include water-managed EIFS, Acrowall-CP, and Acrowall-CBS. Acrowall Surfacing Systems for insulating concrete forms are also acceptable. There are no exceptions to this policy. Under no circumstances will BASF Wall Systems warrant the use of any other system on this type of construction without expressed written permission from BASF Wall Systems (Residential construction using EIFS on masonry (CMU) or poured concrete does not require the additional water management provisions described above.) Consult BASF Wall Systems’ Technical Services Department for specific recommendations concerning all other applications. Consult the Acrocrete website, www.acrocrete.basf.com for additional information about products and systems and for updated literature.

DISCLAIMER
This information and all further technical advice are based on BASF’s present knowledge and experience. However, BASF assumes no liability for providing such information and advice including the extent to which such information and advice may relate to existing third party intellectual property rights, especially patent rights. In particular, BASF disclaims all CONDITIONS AND WARRANTIES, WHETHER EXPRESS OR IMPLIED, INCLUDING THE IMPLIED WARRANTIES OF FITNESS FOR A PARTICULAR PURPOSE OR MERCHANTABILITY. BASF SHALL NOT BE RESPONSIBLE FOR CONSEQUENTIAL, INDIRECT OR INCIDENTAL DAMAGES (INCLUDING LOSS OF PROFITS) OF ANY KIND. BASF reserves the right to make any changes according to technological progress or further developments. It is the customer’s responsibility and obligation to carefully inspect and test any incoming goods. Performance of the product(s) described herein should be verified by testing and carried out only by qualified experts. It is the sole responsibility of the customer to carry out and arrange for any such testing. Reference to trade names used by other companies is neither a recommendation, nor an endorsement of any product and does not imply that similar products could not be used.