October 3, 2019

MasterTop® GP 500 (Formerly Selby 700 Series)
Product Information Statement for LEED® v. 4 Credit Documentation

MasterTop® GP 500 is a clear or tinted epoxy floor system for interior use.

The system is created using the following components:
- MasterTop® GP 500 Pt A
- MasterTop® GP 500 Pt B
- MasterTop® 500 PGM

BASF Corporation certifies the following information for MasterTop® GP 500:

**MR Credit Building Product Disclosure and Optimization—Environmental Product Declarations**
An Environmental Product Declaration (EPD) is not available for MasterTop® GP 500.

**MR Credit Building Product Disclosure and Optimization—Sourcing of Raw Materials**
Raw Material Source and Extraction Reporting is not available for MasterTop® GP 500.
Recycled and Bio-based materials are not used in the manufacture of MasterTop® GP 500.

**MR Credit Building Product Disclosure and Optimization—Material Ingredients**
Material Ingredient Reporting is currently not available for MasterTop® GP 500.

**EQ Credit Low-Emitting Materials**
MasterTop® GP 500 system components all have a VOC (Volatile Organic Compound) content of 0 g/L which satisfies the VOC content requirements of this credit for interior use.

MasterTop® GP 500 has been tested in accordance with California Department of Public Health Standard Method v1.2 and found to be compliant. The range of total VOCs after 14 days was ≤ 0.5mg/m³.

Respectfully,
LEED Administrator
BASF Corporation
Tel: 800-243-6739

“LEED” is a trademark of the U.S Green Building Council