PRIMER AS REQUIRED

BASE COAT (25 WET MILS)

TOP COAT WITH AGGREGATE

DETAIL COAT
4-6" WIDTH, 25 WET MILS

4" - 6" WIDTH DETAIL COAT

SAWCUT EDGE TO 1/2" MIN DEPTH

CONCRETE REPAIR PATCH
USE MasterEmaco® T 415/T 430 OR MasterEmaco®
T 1060/T 1061 SHRINKAGE COMPENSATED REPAIR
MORTARS. REFER TO MATERIAL DATA SHEET FOR INSTRUCTIONS

STRUCTURAL CONCRETE DECK (CSP3 SURFACE PROFILE ON TOP SIDE)

CONCRETE REPAIR PATCH EDGE TREATMENT
N.T.S.

NOTE: THE DRAWING DETAIL ABOVE SHOWS AN EXAMPLE OF A BASIC LIGHT TO MEDIUM DUTY DECK COATING SYSTEM. PLEASE REFER TO SPECIFIC MasterSeal® Traffic DECK COATING DATA SHEETS FOR NUMBER OF COATS AND MIL THICKNESS REQUIREMENTS.

THIS DETAIL PERTAINS TO THE MasterSeal® 1500, MasterSeal® 2000, AND MasterSeal® 2500 SYSTEMS SPECIFICALLY.