TOP COAT WITH AGGREGATE

BASE COAT
(25 WET MILS)

NON CORROSIVE METAL FLASHING

REINFORCING FABRIC (EMBED IN DETAIL COAT)

DETAIL COAT (BASE COAT 25 WET MILS
4" WIDE CENTERED OVER MEDAL EDGE)

PRIMER (AS REQUIRED)

STAINLESS STEEL FLAT HEAD SCREWS FLUSH WITH SURFACE

3/4" NOMINAL EXTERIOR GRADE TONGUE & GROOVE PLYWOOD
(PITCH FOR PROPER DRAINAGE)

STRUCTURAL WOOD BLOCKING

PLYWOOD DECK - EDGE DETAIL

N.T.S.

NOTE: THE DRAWING DETAIL ABOVE SHOWS AN EXAMPLE OF A BASIC LIGHT TO MEDIUM DUTY DECK COATING SYSTEM. PLEASE REFER TO SPECIFIC MasterSeal® Traffic DECK COATING DATA SHEETS FOR NUMBER OF COATS AND MIL THICKNESS REQUIREMENTS.

THIS DETAIL PERTAINS TO THE MasterSeal® 1500, MasterSeal® 2000, AND MasterSeal® 2500 SYSTEMS SPECIFICALLY.